










RGB+CCT LED Floodlight

Features
4096 levels of smooth dimming, no flicker

Support power on do not disturb mode

With synchronous forwarding function

Supports 12 remote controls

Min brightness 0.1%

Dimming range 0.1%-100%

Supports saving 4 scenes

Input Voltage:
Color Temp.:
Working Temp.: 
CRI:
Beam Angle:

AC100-240V  50/60Hz
2700K~6500K
-20~45°C
>80
160°

Model No.

Same Parameters

Luminous Efficiency

FUTT05

Luminous Flux Control Protocol and
Control Distance

1000LM100LM/W

FUTT04

Power PF

10W >0.5

>0.5

>0.9

>0.9

>0.9

>0.95

20W

30W

50W

100W

200W

Product Size (mm)

2300LM115LM/W

FUTT03 3300LM110LM/W

FUTT02 4800LM96LM/W

FUTT07 10000LM100LM/W

FUTT08 18400LM

310.5 x 220 x 47.5

166 x 107 x 32

402.3 x 295 x 53.5

>0.9100WFUTT07ZR 10000LM100LM/W 402.3 x 295 x 53.5

470.2 x 360 x 53.5

222.5 x 167 x 40

>0.930WFUTT03ZR 3300LM110LM/W 222.5 x 167 x 40

216.5 x 152 x 40

90LM/W

2.4G RF: 30m

>0.950WFUTT02ZR 4800LM96LM/W 310.5 x 220 x 47.5

FUTT05   10W
Luminous Flux: 1000LM

Illumination Distance: >8m
F FUTT04   20W

Luminous Flux: 2300LM
Illumination Distance: >12m

F FUTT03   30W
FUTT03ZR (Zigbee 3.0 +2.4G)

Luminous Flux: 3300LM
Illumination Distance: >18m

F

FUTT02   50W
FUTT05ZR (Zigbee 3.0 +2.4G)

Luminous Flux: 4800LM
Illumination Distance: >25m

F FUTT07   100W
FUTT07ZR (Zigbee 3.0 +2.4G)

Luminous Flux: 10000LM
Illumination Distance: >35m

F FUTT08   200W
Luminous Flux: 18400LM

Illumination Distance: >50m
F

IP65
RATING

2.4G RF: 30m
Zigbee: 50m (open area)

OUTDOOR LIGHTING

+
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RGB+CCT LED Garden Light

Features
4096 levels of smooth dimming, no flicker
Support power on do not disturb mode
With synchronous forwarding function

Dimming range 0.1%-100%
Supports saving 4 scenes
Supports 12 remote controls

Features
4096 levels of smooth dimming, no flicker

Support power on do not disturb mode

With synchronous forwarding function

Supports 12 remote controls

Min brightness 0.1%

Dimming range 0.1%-100%

Supports saving 4 scenes

Color Temp.:
Working Temp.: 
CRI:

2700K~6500K
-20~45°C
>80

Model No.

Same Parameters

Luminous Efficiency

FUTC08

Luminous Flux Control Protocol and
Control Distance

600LM100LM/W

FUTC04

Power Input Voltage PF

6W DC24V

AC100-240V
50/60Hz

—

>0.5

>0.5

>0.5

>0.5

>0.5

6W

9W

15W

12W

18W

Product Size (mm)

550LM90LM/W

FUTC02 900LM100LM/W

FUTC03 1500LM100LM/W

FUTC11 1100LM90LM/W

FUTC09 1500LM

180  x 170 x Φ151

108 x 71 x  Φ60

170 x 130 x Φ71

>0.9100WFUTC07 7500LM75LM/W 402.3 x 295 x 53.5

162 x 150 x Φ134

133 x 133 x Φ116

>0.525WFUTC05 2100LM85LM/W 180  x 170 x Φ151

>0.525WFUTC05ZR 2100LM85LM/W 180  x 170 x Φ151

108 x 71 x  Φ60

FUTC04ZR >0.56W 550LM90LM/W 71 x 108 x Φ60

85LM/W
2.4G RF: 30m

2.4G RF: 30m

AC100-240V
50/60Hz

>0.5

>0.5

>0.5

9W

15W

12W

FUTC02ZR 900LM100LM/W

FUTC03ZR 1500LM100LM/W

FUTC11ZR 1100LM90LM/W

180  x 170 x Φ151

170 x 130 x Φ71

133 x 133 x Φ116

>0.950WFUTC06 4000LM80LM/W 310.5 x 220 x 47.5

>0.9100WFUTC13 8700LM75LM/W 555 x 141.5 x 118

>0.950WFUTC12 4600LM80LM/W 325 x 141.5 x 118

2.4G RF: 30m
Zigbee: 50m (open area)

FUTC04   6W
FUTC04ZR (Zigbee 3.0 +2.4G)
Beam Angle: 25°
Illumination Distance: >10m

F

FUTC08   6W
Beam Angle: 25°
Illumination Distance: >10m

RL3-24   24W
Beam Angle: 15*60°

Length 0.5m

RL1-24   24W
RL2-48   48W

Beam Angle: 15*60°
Length 1m

FUTC02   9W
FUTC02ZR (Zigbee 3.0 +2.4G)
Beam Angle: 15°
Illumination Distance: >10m

FUTC11   12W
FUTC11ZR (Zigbee 3.0 +2.4G)
Beam Angle: 30°
Illumination Distance: >10m

FUTC09   18W
Beam Angle: 25°
Illumination Distance: >10m

Beam Angle: 15°  Illumination Distance: >15m

FUTC03  15W
FUTC05  25W

FUTC03ZR  15W
FUTC05ZR  25W

FUTC06   50W
Beam Angle: 25°
Illumination Distance: >15m

FUTC07   100W
Beam Angle: 25°
Illumination Distance: >15m

IP66
RATING

IP66
RATING

F IP66
RATING

F IP66
RATING

F IP65
RATING

F IP65
RATING

FUTC13   100W
Beam Angle: 15°
Illumination Distance: >15m

F IP66
RATING

FUTC12   50W
Beam Angle: 15°
Illumination Distance: >15m

F IP66
RATING

F IP66
RATING

F IP66
RATING

Model No. Luminous Efficiency

RL1-24

Luminous Flux Control Protocol and
Control Distance

1800LM75LM/W

RL3-24

Power PFLength

24W >0.91m

0.5m

1m

>0.9

>0.9

24W

48W

Product Size (mm)

1600LM66LM/W

RL2-48 3200LM65LM/W

1017*62*64mm

1017*62*64mm

521*62*64mm

E

+ 58m
m

28mm

15mm

2m121mm

3m

54m
m

Switching
power supply Power cable

FUT088
Remote controller

Male to female
extension cable

T type cable
connector 2 pin

Name

Quantity 3 PCS 1 PC 1 PC 2 PCS 2 PCS 1 PC 1 PC3 PCS

6W RGB+CCT
LED garden light

Anti corrosion
garden spike Manual

600LM
6W

E

2000mm
71mm

84m
m

10
8m

m

Φ60mm

158m
m

6m
m

Φ36mm

IP66
RATING

6W RGB+CCT LED Garden Light (DC24V)
Model No.:
Input:
Light Efficiency:
Color Temp.:
CRI:
Beam Angle:
Working Temp.:
Control Distance:
Illumination Distance:

FUTC08A
DC24V
90LM/W
2700K~6500K
>80
25°
-20~45°C
30m
>10m

Switching Power Supply
Input Voltage:
Rated Input Current: 
Configuration: 
Output Voltage: 
Rating Load Current:
Rating Output Power: 
Working Temp.: 
Storage Temp.: 

AC100-240V  50/60Hz
1.5A Max.
II Conductor
DC24V
2.7A
65W
0~45°C
-20~80°C

RGB+CCT LED Wall Washer Light (2.4GHz)

IP66
RATING

Input Voltage:
Color Temp.:
Working Temp.: 
CRI:

AC100-240V  50/60Hz
2700K~6500K
-20~45°C
>80

Same Parameters

2.4G RF: 30m

+
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DALI Series

Model No.: DL-X
Input Signal: DALI or Push Dimming
DALI Bus Standard: IEC62386
Input Voltage: DC12~24V
Output: 6A/Channel
Total Output Max: 20A
Working Temp.: -10~40°C
Made in China

DALI 5 in 1 LED Controller ( DT8 )

Long press “M” key 2s to unlock

Push Dim
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6-7mm wire preparation
1.5-2.5

Instruction is here

DALI 5 in 1 LED Controller

DALI 1
DALI 2

DALI bus 
power supply 

Input: AC100~240V

DALI 3 in 1 
touch panel (DT8)

 LED strip

INPUT: DC12V~24V

Push switch

DALI Bus Power Supply (DIN Rail)
DL-POW1 is a newly developed DALI BUS power supply, up to class 2 power supply standard and SELV safety extra-low 
voltage standard; It's with short-circuit protection and low-voltage protection; The case is with anti-fire material. Isolation 
Resistance: I/P-O/P:100MΩ/500VDC/25°C/70%RH.  

Comply with DALI standard protocol, Support DT8 type
Support DALI standard protocol IEC62386-102, 207, 209 Support DT8 type Tc, xy coordinates, RGBWAF

92.5mm

36mm

59mm

35mm

DIN-Rail mounting size:
TS-35/7.5 or TS-35/15
(Purchasing separately)

Model No.:

Input Voltage: 

Input Current: 

Leakage Current: 

Inrush Current: 

Output Voltage: 

Output Current: 

Max. Rated Power:

Setup Time: 

Ripple & Noise: 

Working Temp.: 

Working Humidity: 

DL-POW1

AC100~240V  50/60Hz

115Vac/≤0.09A, 230Vac/≤0.05A

<0.5mA/230Vac

Cold start 10A at 230Vac

DC16V

250mA Max

4W

115Vac<2500ms, 

230Vac<1500ms (at full load)

0.2Vp-p (at full load)

-20~60°C

20~95%RH, non-condensing

DALI Touch Panel

•    DALI Standard Protocol IEC62386
•    Sensitive Touching
•    LED Night Indicator
•    Scratch Resistance
•    The address can be set by pressing the key

Model No. Standby Current Working Temp.

DP1S

Power Supply Controlling Type

DP2S

DP3S

<4mA@16VDALI Power

DALI Bus
Standard

IEC62386

Output Signal

DALI Signal

Dimming (DT6)

CCT (DT8 type: Tc) -10~40°C

Weight

145g

RGB(DT8 type: xy coordinates)
RGBW(DT8 type: RGBWAF)

RGB+CCT(DT8 type: RGBWAF)

86mm

86mm
48mm

M

DA1 DA2DA1 DA2

9mm24mm

48mm

This panel controller is designed by a delicated and fashionable tempered glass panel; 
And we adopt a high precision capacitive touch screen IC. Touch screen is very stable. 
Use DALI standard protocol IEC62386. Support single address mode, group address 
mode and broadcast mode.      

DP1S
DALI Dimming Touch Panel

(DT6)

DP2S
DALI Color Temperature Touch Panel

(DT8)

DP3S
DALI 3 in 1 Touch Panel

(DT8)

DALI 5 in 1 LED Controller (DT8)

• 16 millions of colors to choose

• Color temperature adjustable

• Dim brightness / Saturation

 

The constant voltage LED strip controller adopts DALI standard protocol and supports DT8 type. PWM pulse dimming 
output, smooth brightness dimming, and strong compatibility. Five output modes, including brightness, color temperature, 
RGB, RGBW, RGB+CCT. Widely used in hotel lighting and home lighting control. 

Model No. Total Output Max

DL-X 20A

Input Voltage Output

DC12~24V 6A/Channel

DALI Bus Standard

IEC62386

Input Signal

DALI Signal or Push Dimming

49mm

27mm

130mm

Working Temp.

-10~40°C
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Model No. Beam AngleLuminous Flux Control SignalPower PF Product Size (mm)

>0.9100WD5-G100 7500LM 25° 402.3 x 295 x 53.5

>0.972wD5-W72 1800LM 15*60° 1017*62*64mm

>0.950WD5-G50 4000LM 25° 310.5 x 220 x 47.5

DMX & RDM

DMX Series

Features

Application

DMX is a standard for digital communication networks that are commonly used to control lighting and effects. It was originally 

intended as a standardized method for controlling stage lighting dimmers, which, prior to DMX, had employed various incompatible 

proprietary protocols. It quickly became the primary method for linking controllers (such as a lighting console) to dimmers and 

special effects devices such as fog machines and intelligent lights.

Commercial lighting, Bars, Hotel, Official lighting, Restaurant,Architectural lighting.

DMX Master

X1
DMX Master (Single Color)

X2
DMX Master (CCT)

X3  DMX Master (RGB)
X4  DMX Master (RGBW)

X5
DMX Master (RGB+CCT)

Model No. Transmitting
PowerRF Working Temp. Size (mm)Control DistanceInput Voltage Output SignalZone

4 86 x 86 x 26AC100-240V
50/60Hz DMX +2.4G RF 2.4GHz 6dBm 30m -10~40°CX1 / X2 / X3

X4 / X5

9mm

26mm

48m
m

86m
m

86mm

48mm

DMX DecoderDMX Master

or

DMX Console

 LED strip

DMX Signal

DMX Decoder

 LED strip

INPUT: DC12V-24V

INPUT: DC12V-24V

• Accord with standard DMX protocol

• 4 zones control separately

• Controlled by 2.4G RF remote controller

• Smartphone controllable (need 2.4G gateway)

• High sensitive touch tempering glass

• LED indicator for touch reminding

DMX Lighting

DMX Decoder
Comply with DMX512, DMX512 (1990), DMX512-A, RDM V1.0 (E1.20-2006 ESTA standard) International standard agreement

• Accord with standard DMX protocol

• LED display, Setting DMX original address via button

• Support RDM function

• Optional dimming curve, PWM frequency is optional

• Anti reverse connection, short circuit and 

• Over current protection

• Min brightness 0.1%

• Dimming range 0.1%-100%

D1-CX
1-Channel Constant Voltage

DMX & RDM Decoder

D2-CX
2-Channel Constant Voltage

DMX & RDM Decoder

D3-CX
3-Channel Constant Voltage

DMX & RDM Decoder

D4-CX
4-Channel Constant Voltage

DMX & RDM Decoder

D5-CX
5-Channel Constant Voltage

DMX & RDM Decoder

DC12V~24V

Model No. Input Voltage Output Current Working Temp. Control Signal

D1-CX 20A/Channel

Total Output Output Power

D2-CX 10A/Channel

Max 20A 240-480W DMX-10~40°C

Occupy
DMX Address

1

2

D3-CX 6A/Channel3

D4-CX 5A/Channel4

D5-CX 4A/Channel5

D5-G50    50W
RGB+CCT LED Garden Light

(DMX & RDM)

D5-G100    100W
RGB+CCT LED Garden Light

(DMX & RDM)

D5-W72    72W
RGB+CCT LED Wall Washer Light

(DMX & RDM)

Model No.: D5-CX
Input Voltage: DC12~24V
Output: 4A/Channel
Total Output Max: 20A
Working Temp.: -20~60°C
Made in China

Subordinate New Brand

IN
PU

T
O
U
TP

U
T

CH
1

CH
2

CH
3

CH
4

CH
5

5-Channel DMX512 & RDM Decoder

Long press “M” key 2s to 
unlock

Short circuit protection
Overcurrent protection

RDM

DMX

6-7mm wire preparation

1.5-2.5

Instruction is here

Model No.: D5-CX
Input Voltage: DC12~24V
Output: 4A/Channel
Total Output Max: 20A
Working Temp.: -20~60°C
Made in China

Subordinate New Brand

IN
PU

T
O
U
TP

U
T

CH
1

CH
2

CH
3

CH
4

CH
5

5-Channel DMX512 & RDM Decoder

Long press “M” key 2s to 
unlock

Short circuit protection
Overcurrent protection

RDM

DMX

6-7mm wire preparation

1.5-2.5

Instruction is here
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